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Curved Profiles Series

With the curved profile range your imagination is the only limit to the design.
With the use of the variety of customized angled curves and different lengths of straight profiles 

it is possible to design unique fixtures for your individual projects.

Profiles range from 25mm to 100mm in width with curved radius from min. 250mm to as big as 
possible. Efficacy of straight and curved profiles – 90lm/w. CCT – 2700 – 6000K plus RGB. Dimming 

options available.

The range also includes circular suspended pendants and ceiling mount fixtures, 
There is no standard, we make as per your drawing.

Passionate Design

Limitless opportunities Free-flowing shapes
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More and More Projects
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25mm wide LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

Profile: unit:mm Installatlon:

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

LED Module S type Flexible Strip LED Driver

Surface finish color

Accessories

PMMA DIFFUSER
Snap on New Opal PMMA
diffuser (light trans.>74%) 25m
continous length. 

   
  

WIRE SUSPENSION
Stainless steel cable,
Max height 5000mm.
Max spacing1.5M

 

 

END CAPS
Durable  aluminum 
end caps

Optional

JOIN SECTIONS
Customized joiners
between straight and
curved sections. 

 

 
  

 
 White  Black Silver Golden Bronze

LED module Length 70mm-
120mm 150lm/W CRI＞80
Constant current

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

101100

Parameters

Surface

DIRECT / INDIRECT ILLUMINATION

Suspension
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Code No. Output CCT

Custom projects

 φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

50W 2056lm 2700K-3000K100-600mm (min.) 

100-800mm 68W 2804lm 4000K-4500K

86W 3552lm 5000K-5500K

131W 5421lm 6000K-6500K

100-1000mm 

100-1500mm 

100-2000mm 176 RGB

RGB

W 7290lm

Diameters * We can custom any irregular diameter within our smallest radius request.

25W 1300lm 2700K-3000K

34W 1773lm 4000K-4500K

43W 2246lm 5000K-5500K

66W 3428lm 6000K-6500K

101-600mm(min.) 

101-800mm 

101-1000mm 

101-1500mm 

101-2000mm 88W 4610lm
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Surface

DIRECT ILLUMINATION

Suspension Embedded 

Installatlon:
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Profile: unit:mm

35mm wide LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

LED Module S type Flexible Strip LED Driver

Surface finish color

Accessories

 White  Black Silver Golden Bronze

LED module Length 70mm-
120mm 150lm/W CRI＞80
Constant current

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

PMMA DIFFUSER
Snap on N ew Op al PMMA 

 diffuser (light trans.>74%) 25m 
continous l ength.  

 WIRE SUSPENSION
Stainless steel cable,
Max heigh t 5000m m.
Max spacin g1.5M
(Used for 102) 

END CAPS
Durable  aluminum 
end caps

JOIN SECT IONS
Customized joiners 
between st raight and 
curved s ections. 

RECESSED BRACKET
Depth including bracket: 136mm 
Max Spacing 1.5M
(Used for 103) 
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Parameters



Code No. Output CCT

Custom projects

 φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

* We can custom any irregular diameter within our smallest radius request.Diameters

50W 2056lm 2700K-3000K102P-600mm(min.) 

102-800mm(min.) 68W 2804lm 4000K-4500K

86W 3552lm 5000K-5500K

104W 4299lm 6000K-6500K

131W 5421lm

102-1000mm 

102-1200mm 

102-1500mm 

102-2000mm 176W 7290lm

78W 3234lm 4000K-4500K

106W 4355lm 5000K-5500K

133W 5477lm 6000K-6500K

103-900mm(min.) 

103-1200mm 

103-1500mm 

103-2000mm 178W 7346lm

RGB

RGB
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106 105104

Surface

DIRECT / INDIRECT ILLUMINATION

Suspension Embedded 

Installatlon:
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Profile: unit:mm

50mm wide LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

LED Module S type Flexible Strip LED Driver

Surface finish color

Accessories

 White  Black Silver Golden Bronze

LED module Length 70mm-
120mm 150lm/W CRI＞80
Constant current

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

PMMA DIFFUSER
Snap on N ew Op al PMMA 

 diffuser (light trans.>74%) 25m 
continous l ength.  

 WIRE SUSPENSION
Stainless steel cable,
Max heigh t 5000m m.
Max spacin g1.5M
(Used for 104 , 106) 

END CAPS
Durable aluminum end caps/ 
Durable screwless aluminum 
end caps (used for 106)

JOIN SECT IONS
Customized joiners 
between st raight and 
curved s ections. 

RECESSED BRACKET
Depth including bracket: 188mm 
Max Spacing 1.5M
(Used for 105) 
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Parameters



Code No. Output CCT

Custom projects

 φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

Diameters * We can custom any irregular diameter within our smallest radius request.

RGB

RGB

RGB

86W 64688lm 4000K-4500K

104W 78307lm 5000K-5500K

131W 98735lm 6000K-6500K

176W 132782lm

129W 6738lm 4000K-4500K

104-1000mm(min.)

104-1200mm

104-1500mm

104-2000mm

106-1000mm(min.)

106-1200mm 156W 8157lm 5000K-5500K

197W 10285lm 6000K-6500K

265W 13831lm

131W 5421lm 2700K-3000K

158W 6542lm 4000K-4500K

176W 7290lm 5000K-5500K

195W 8038lm 6000K-6500K

106-1500mm

106-2000mm

105-1500mm(min.)

105-1800mm

105-2000mm

105-2200mm

105-2500mm 222W 9159lm
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Surface

DIRECT ILLUMINATION

Suspension Embedded 

Installatlon:Profile: unit:mm

80mm wide LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

LED Module S type Flexible Strip LED Driver

Surface finish color

Accessories

 White  Black Silver Golden Bronze

LED module Length 70mm-
120mm 150lm/W CRI＞80
Constant current

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

PMMA DIFFUSER
Snap on N ew Op al PMMA 

 diffuser (light trans.>74%) 25m 
continous l ength.  

 WIRE SUSPENSION
Stainless steel cable,
Max heigh t 5000m m.
Max spacin g1.5M
(Used for 120) 

END CAPS
Durable  aluminum 
end caps

JOIN SECT IONS
Customized joiners 
between st raight and 
curved s ections. 

RECESSED BRACKET
Depth including bracket: 168mm 
Max Spacing 1.5M
(Used for 121) 
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Parameters



Code No. Output CCT

Custom projects

 φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

Diameters * We can custom any irregular diameter within our smallest radius request.

RGB

75W 3901 lm 2700K-3000K120-600mm(min.) 

120-800mm 102W 5320lm 4000K-4500K

129W 6738lm 5000K-5500K

197W 10285lm 6000K-6500K

120-1000mm 

120-1500mm 

120-2000mm 265W 13831lm

75W 3900lm

100W 4850lm

128W 6000lm

127W 9600lm

121-600mm(min.) 

121-800mm 

121-1000mm 

121-1500mm 

121-2000mm 265W 12300lm RGB

2700K-3000K

4000K-4500K

5000K-5500K

6000K-6500K
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Surface

DIRECT ILLUMINATION

Suspension

Installatlon:Profile: unit:mm

Embedded 

100mm wide LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

LED Module S type Flexible Strip LED Driver

Surface finish color

Accessories

 White  Black Silver Golden Bronze

LED module Length 70mm-
120mm 150lm/W CRI＞80
Constant current

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

PMMA DIFFUSER
Snap on N ew Op al PMMA 

 diffuser (light trans.>74%) 25m 
continous l ength.  

 WIRE SUSPENSION
Stainless steel cable,
Max heigh t 5000m m.
Max spacin g1.5M
(Used for 122) 

END CAPS
Durable  aluminum 
end caps

JOIN SECT IONS
Customized joiners 
between st raight and 
curved s ections. 

RECESSED BRACKET
Depth including bracket: 168mm 
Max Spacing 1.5M
(Used for 123) 

Optional
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Parameters



Code No. Output CCT

Custom projects

 φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

Diameters * We can custom any irregular diameter within our smallest radius request.

RGB

RGB

80W 5200lm 2700K-3000K122-600mm(min.) 

122-800mm 135W 6800lm 4000K-4500K

170W 8000lm 5000K-5500K

265W 12200lm 6000K-6500K

122-1000mm 

122-1500mm 

122-2000mm 350W 16400lm

99W 5200lm 2700K-3000K

135W 6800lm 4000K-4500K

170W 8000lm 5000K-5500K

265W 12200lm 6000K-6500K

123-600mm(min.) 

123-800mm 

123-1000mm 

123-1500mm 

123-2000mm 350W 16400lm
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Profile:

111110 112

Installatlon:

Surface

DIRECT ILLUMINATION

Suspension

Side illuminated LED Curved Extrusion Profile

Material: Aluminum

PMMA New opal diffuser

Finish: Powder coated

Driver: External

Rated voltage: 110-130V/220-240V

IP20 General

2014/30/EU, 2014/35/EU

   5-Years Guarantee5

S type Flexible Strip LED Driver

Surface finish color

Accessories

PMMA DIFFUSER
Snap on New Opal PMMA
diffuser (light trans.>74%) 25m
continous length. 

   
  

WIRE SUSPENSION
Stainless steel cable,
Max height 5000mm.
Max spacing1.5M 

 

 

 White  Black Silver Golden Bronze

S type Flexible Strip LED 5000mm 
60LED/m,1080lm/m  (after cover)
LED丨14.4W/m丨 Ra＞80
24V DC

LED Driver. 60-150W 24V DC
DALI/Push DIM dimmable

LED Driver. 60-150W 24V DC IP67

END CAPS
Durable  aluminum 
end caps

JOIN SECTIONS
Customized joiners
between straight and
curved sections. 

Optional
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Parameters



Code No. Output CCT φ1500mm

φ1400mm

φ1300mm

φ1200mm

φ1100mm

φ1000mm

φ900mm

φ700mm

φ600mm

Diameters * We can custom any irregular diameter within our smallest radius request.

110-600mm(min.) 50W 2056lm 2700K-3000K

86W 3552lm 4000K-4500K

104W 4299lm 5000K-5500K

131W 5421lm 6000K-6500K

110-1000mm 

110-1200mm 

110-1500mm 

110-2000mm 176W 7290lm

111-700mm(min.) 59W 2430lm 2700K-3000K

86W 3552lm 4000K-4500K

104W 4299lm 5000K-5500K

131W 5421lm 6000K-6500K

111-1000mm 

111-1200mm 

111-1500mm 

111-2000mm 176W 7290lm

112-700mm(min.) 88W 3645lm 2700K-3000K

129W 5327lm 4000K-4500K

156W 6449lm 5000K-5500K

197W 8131lm 6000K-6500K

112-1000mm 

112-1200mm 

112-1500mm 

112-2000mm 265W 10935lm

Custom projects

RGB

RGB

RGB
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